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2.2.| piping connections * unions @nacada
gasket 8 mm, DIN 11851-G (211)
I DN d9 dio s welght (kg)
25 30 40 8 0,006
k7] 3% 46 8 0,007
= 40 Zo} 5] 8 0,008
= 50 54 64 8 0,009
65 71 8l 8 0,012
80 85 95 8 0,014
100 104 14 8 0017
I gasket lipped for DIN 11851 (2111)
T DN di dio ' woight (kg)
i 0 10 20 4.5 0,00
Is 3 26 45 0,002
- 20 20 n 45 0,003
= = 25 26 40 5 0,004
2 32 16 5 0,005
| 40 38 52 5 0,006
B | 50 50 64 5 0,008
65 66 8l 5 0010
80 8l 95 5 0.0l
5 100 100 14 6 0014
== 125 125 142 7 0,025
150 150 167 0 0,030
centring ring, with special gasket for union DIN 11851
@ T DN welght (kg)
25 -
= 2 7
- 40 -
+1 50 "
&5 i
L 753" -
80 2
: 100 :
E
gasket for centring ring for union DIN 11851
"] M DN weight (k)
25 -
& 32 2
- 40 -
A 50 -
L 65 :
8 80 :
v 100 -
¢ ’
c ¥

2.2. I -7 Technical modifications, price :%éggzqr%raéugje:t to alterations. Alfl





